
Uninterruptible Power Supply with high overload 

characteristics suitable for pharma fridges with high in-rush 

current. Solar input rated at maximum power allows for 

continuous off grid applications. A powerful LiFePO4 Lithium 

Ion battery provides many hours of backup in the event of a 

prolonged outage. USB and wireless charging points for 

ancillary equipment.  

P O W E R   I N S P I R E D  

PF-SLi Series Pharma Fridge UPS 1.2-2.4KVA 

◾`A` Grade LiFePO4 

Lithium Ion battery 

supporting 3000 

cycles 

◾Powerful charger 

allows rapid recharge 

in one hour 

◾15W Wireless Charger 

◾UK Outlets allow 

ease of 

connectivity 

◾LCD 

◾WiFi Monitoring 

◾Filter protects 

inverter from 

excessive dust 

build up 

◾Carry Handle. At 

only 20/25kg the 

unit can easily be 

lifted 

◾Solar Connection 

rated at full load 

allowing 

continuous off grid 

use 

◾Communication Port for 

monitoring via an 

attached computer & built 

in WiFi 

◾AC Mains Connection 

◾BMS Start Up for cold 

starting unit and ensuring 

unit cannot be started up 

during storage / transport 

◾BMS Status LED 

◾BMS Communication port 

◾The unit can be 

easily moved from 

location to 

location. 

◾USB Chargers. 2x 

Type A (15W) and 

2x Type C (65W) 



SPECIFICATIONS 
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DOC: BR-UPS-PF-SLI Rev 1.1 

MODEL PF1200S-LI PF2500S-LI

Rated Power (Continuous) 1200VA/1200W 2500VA/2500W

Nominal

Voltage Range (Full Load w/o battery 

operation)

Voltage Regulation (On battery)

Surge Power 1500VA/1500W 3000VA/3000W

Recommended Maximum Fridge Power 213W 425W

Efficiency (Peak)

Transfer Time

Waveform

Topology

Energy 768Wh 1536Wh

Nominal Voltage 25.6Vdc 51.2Vdc

Full Charge Voltage 28Vdc 56Vdc

Full Discharge Voltage 20Vdc 40Vdc

Typical Capacity 30Ah 30Ah

Max Discharge Current (Continuous) 60A 60A

Max Discharge Current 65A 65A

Protection BMS BMS

Maximum Charge Current 30A (1C) 30A (1C)

Internal Resistance

Lifecycle

Dimensions (WxDxH)

Net Weight 20kg 25kg

Outlets

Environment

Enclosure

Solar Charger Type

Maximum MPPT Current (ISC)

Maximum PV Array Power 2000W 3000W

MPPT Range @ Operating Voltage 60-300Vdc 60-400Vdc

Maximum PV Array Open Circuit Voltage 350Vdc 450Vdc

Maximum Solar Charge Current

Maximum AC Charge Current

Maximum Charge Current

Compliance

 INPUT

230VAC, 50/60Hz, 8.9A, 1Φ

170-280VAC or

90-280VAC (selectable)

 OUTPUT

230VAC ±5%

93%

10ms (Narrow Voltage Range)

20ms (Wide Voltage Range)

Pure Sine Wave

Voltage Frequency Dependent (VFD - Offline / Standby)

BATTERY

≤0.6mΩ

≥2500 cycles, 0.5C charging/discharging ≥50% EOL 100% DoD
PHYSICAL

280x450x330 mm

4x UK Outlets

2x USB `A` (QC 3.0 18W)

2x USB `C` (PD 3.0 65W)

Wireless Charger 15W

Operating : -10°C - 50°C 5-95% Humidity Non Condensing

Storage: -15°C - 60°C

IP20, Protective Class I
SOLAR CHARGER & AC CHARGER

MPPT

10A

30A

30A

30A
APPROVALS

EN 62109-1,-2; EN 61000-6-4; EN 61000-6-2; EN 61000-6-3; EN 61000-6-1, UKCA, 

UM38.3, IEC 62619


